
Silent tabletop and X-ray tray movements

Upright positioning detector tray for horizontal imaging

40 to 72 inch SID

Data speed : up to Wi-Fi 1.3 Gbps (802.11a/g/n/ac)

Image quality : 140µm, Cesium-Iodide

Design : Lightweight carbon-�ber design, shock and water resistant (IPX6)

Easy foot switch table control

* Assembled in the USA * 

1.3 Gbps Wireless Transfer
17”x17” Wireless Flat Panel Detector

40 “ SID

72” SID

Elevating Digital Radiographic Table
MYVET Table i72W
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40 inch sync 
positioning

Magnetic contact
charging Bucky

Upright imaging position
with horizontal 72 inch SID

72 inch  SID

 The i72w X-ray table is a revolutionary design that provides a 72 inch SID in the 
horizontal as well as vertical imaging plane.  The X-ray table provides silent mechanical 
movements that help reduce animal stress during a typical study.  The i72w  is designed 
to improve work�ow in small animal veterinary practices.

  • Stitching, Auto position to 40 and 72 inch
  • Minimum table top height: 10.5 inch
  • Rounded table corners
  • Quiet motor movement
  • Tube turns 90 degree (enables upright imaging)
  • Optical light switch tube head lock release
  • Easy foot switch operation
  • Magnetic contact charging Bucky

  • SID (in) : 40 to 72 inch
  • Stand (ft) : 6.8 ft
  • Table (m) : 1.5 x 0.64 (59.10 x 25.20 inch)

• Power : 32kW 400mA  
                  280/230 VAC Single Phase

Features

Unit : mm

MYVET Table i72W  Elevating table system

  • Generator : 32kW 400mA 
  • X-ray tube : 200 KHU 0.6-1.5mm Focal Spot
  • 17”x17” Wireless DR flat panel detector

Standard Equipment

Image Stitching with auto table positioning

Dynamic table positioning and sync positioning

  • Generator : 40kW 500mA output
  • Panel : 17x17 inch tethered �at panel detector 

Optional equipment is available
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Default table top

Extended table top

* Specifications subject to change without notice *



Auto positioning of 
40 to 72 inch SID

Quiet motor movement
(manual operation 
by hands)

Quiet motor movement

30cm table shift each movement
40x40cm(17”x17”) each X-ray shot
5cm overlapping on each side

Auto table sliding 

and image stitching

MyVet Table i72w Positioning

Easy table operation by 
a foot switch (4 pedals)
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40 inch Sync 
positioning Upright Imaging position

72 inch SID (wireless only)

Compact design / space-saving design
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Default table top

Extended table top

Tube Rotate Tube Rotate

Tube Arm Up/DownRail Slide

SID 100cm/40inch

SID 180cm/72inch Auto Sliding

Auto Sync positioning

unlock sensor

Easy rotation with a hand grip
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